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Dynamic fracture and friction under dynamic loading conditions are
examined through direct observations in carefully controlled experiments. An
electromagnetic loading device is used to generate a compressive stress wave
and the full-field optical technique of dynamic photoelasticity and high-speed
photography are used as diagnostic tools. In addition, a new optical method
to determine both principal stresses and their orientations simultaneously is
developed. In this dissertation, the results from experiments aimed at in-
vestigating fracture and frictional sliding under shear loading conditions are
presented.
For dynamic fracture problems, we examine shear cracks in homoge-
neous materials by introducing a groove in the specimen and trapping the
crack to grow within it. The groove does not affect the fracture mechanisms
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inherent to the material, but influences the energy flux and loading symme-
try. Such shear induced cracks growing at speeds in the intersonic regime
are demonstrated. Furthermore, it is shown that the main mechanism of the
shear crack growth is the sequential nucleation, growth and coalescence of
echelon cracks. The spacing and angle relative to the groove plane of the ech-
elon cracks are measured directly from the experimental specimen. Numerical
simulation shows that the echelon cracks are well aligned perpendicular the
maximum principal (tensile) stress generated in this specimen. The spacing is
interpreted as an intrinsic characteristic of the failure process. These exper-
iments also enable the determination of the dynamic failure stress at which
microcracks are nucleated.
For frictional sliding along an interface, a novel apparatus has been con-
structed for the understanding of the nature of dynamic friction and studying
the slip pulse propagation under extremely high rates of loading. In exper-
iments, dynamic slip along the frictional interface are triggered either by a
compressional planar wave, or a compressional cylindrical wave. In both meth-
ods, the stress state across a frictional interface is brought to the critical state
behind the wave. When slip occurs across the interface, it is forced to run
along the interface at the speed of this wave. Several interesting results on
frictional sliding are presented. First, the stress drop across the slip interface
is characterized from isochromatic fringe patterns. Evaluation of the fringe
pattern yields a description of the evolution of the shear stress both ahead
and behind the slip event. The shear stress is seen to build up gradually to a
viii
maximum at the leading edge of a slip pulse and to decay rapidly over a few
mm slip length. Second, slip pulses can be generated from frictional interfaces
through interaction with propagating stress waves and are observed to prop-
agate at a speed controlled by the wave that generates slip. Accumulation of
fringes near the slip pulse and the orientation of the Mach lines suggestion the
slip pulse propagates at a speed close to the dilatational wave speed.
Finally, new optical method in which the classical methods of photoelas-
ticity and Mach-Zehnder interferometry are used in a combined arrangement is
presented. In dynamic problems the measurement is made with a high-speed
photodetector at very high temporal resolution at a single point or a small
array depending on the detector array and recording device; this eliminates
the need for a high-speed photographic system, but more importantly pro-
vides complete, time-resolved evolution of all stress components. Examples of
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1.1 Dynamic Fracture under Mode II Loading
Dynamic fracture problems in solids have studied intensively for nearly
five decades. Much of this work has been aimed at cracks growing under open-
ing mode or mode I type of loading. This is primarily due to the fact that
crack growth in homogeneous materials is seldom observed under locally shear
dominant conditions; in fact, this observation is the basis for the postulate of
the criterion of local symmetry typically used in the determination of crack
paths under mixed-mode loading even under quasi-static conditions. The rea-
sons for preferring the locally opening mode of crack growth are rooted in the
energetics of fracture: the energy required to grow a crack along the direction
of local tension is smaller than the energy required to drive the crack under
local shear. However, problems in interfacial fracture, earthquake mechan-
ics and high speed sliding, where the crack is forced to grow under mode II
conditions have sparked an interest in mixed-mode or pure mode II loading
conditions.
While there have been many experiments where shear fracture was ob-
served - for example, von Karman [57] performed experiments under confine-
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ment and produced graphic examples of shear fracture - it is still difficult to
determine the fracture energy or toughness for crack growth under pure mode
II conditions; there have been very few attempts to measure this quantity ex-
perimentally. Note that we do not consider the evaluation of the critical mode
II loading at which a favorably oriented opening mode crack initiates and grows
as a characterization of the shear fracture toughness; this is not the fracture
energy for a shear crack. Notwithstanding the experimental difficulties, some
attempts have been made to measure the shear fracture energy. Wong [61]
performed shear crack experiments in rocks and found that the critical energy
release rate for shear cracks is at least two orders of magnitude larger than that
for tensile cracks! Broberg [7] constructed an ingenious apparatus to examine
shear crack growth. By performing an experiment in polymethylmethacrylate
(PMMA) under biaxial compression, a crack was observed to grow along the
plane of maximum shear. A crack at an angle of 54◦ was introduced into an
83 mm x 83mm square plate and subjected to uniaxial and biaxial compres-
sion. Under uniaxial compression, a kinked, wing crack grew as a mode I
crack while under a critical biaxial compression, a straight mode II crack was
grown. Broberg determined that the mode II fracture toughness was about
2.5 times the mode I fracture toughness. This difference in the energy require-
ments between the opening mode and shear mode of fracture accounts for the
fact that in experiments where biaxial confinement is not present, the crack
growth is dictated by the lower energy mode I path and hence the validity of
the criterion of local symmetry for homogeneous media.
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Growth of mode II cracks is easier to envision in heterogeneous me-
dia, layered structures or at interfaces. Examples of these would include sin-
gle crystals, composites, bonded joints, faults on the earth’s crust etc. Here
the fracture plane heterogeneity or weak interface provides for a variation in
the fracture energy, thus guiding a shear mode crack to grow along an inter-
face; such cracks may grow quasi-statically or dynamically. Under quasi-static
loading conditions, Liechti and Chai [32] performed careful characterization of
crack growth in bimaterial interfaces, and with the help of local measurements
of the displacement field, determined that the fracture energy depended sig-
nificantly on the ratio of opening to sliding mode loading, with predominantly
shearing mode cracks requiring significantly larger fracture energy. The ques-
tion of whether the interface will trap the crack or whether the crack will kink
out into the more brittle side of the bimaterial interface was examined by a
number of investigators. The kinked crack will grow if the cohesive fracture
energy for a mode I crack in one of the constituents is smaller than the fracture
energy for growing the combined opening-shearing mode crack along the inter-
face [27]. Using an asymmetrically loaded edge-cracked geometry, Rosakis et
al., [50] and Samudrala et al., [52] have grown interface cracks at high speeds
and investigated a number of significant issues in the dynamic growth of these
interface cracks. In particular, these investigations have demonstrated that
mode II cracks trapped in weak planes may grow at speeds in the range from
zero to the Rayleigh wave speed and then at speeds larger than the square
root of two times the shear wave speed, but below the dilatational wave speed
3
[30, 31, 49, 53].
Obtaining the equation of motion for crack growth either in opening or
shearing mode is the fundamental aim of continuum analysis of the dynamic
crack growth problem. One expects to obtain a relationship between the crack
driving force described in crack local terms through the dynamic stress in-
tensity factor and the response characterized both by the amount of energy
dissipated in the fracture and the speed with which the fracture grows. While
the amount of energy dissipated in the fracture process in the ideal situation is
simply the surface energy - presumably independent of the speed with which
it is created - in real materials with microstructural features, one finds that
the dissipation is dependent on the rate at which the fracture is propagated.
Typically one would have to determine the energy dissipated from precise ex-
periments or detailed models of the fracture process. Elastodynamic analyses
of crack problems have therefore decoupled the equations of motion of the
continuum from the fracture criterion and interpret the crack tip stress state
through an analysis of the stress and deformation fields as well as a character-
ization of the energy flow into the crack tip region. Even without a detailed
model of the fracture process, the elastodynamic calculations set certain limits
for dynamic crack propagation. Broberg [8] has described these limits in great
detail; we will review them in the Chapter 3.
In this work, we focus on shear crack growth in a homogeneous, isotropic
material. Shear cracks can be nucleated and grown along the groove by in-
troducing a groove in the specimen under a dominant shear loading parallel
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to the groove. Specially designed experimental system and some experimental
results are described more detail in Chapter 3.
1.2 Frictional Sliding under Dynamic Loading
Friction between surfaces has been the subject of intense investiga-
tions from time immemorial! In recent years, while there has been a spurt of
activities in understanding friction and adhesion at the atomic scale (driven
primarily by the development/promise of MEMS and nanoscale devices), there
has also been a renewed interest in understanding the dynamics of macroscopic
constitutive description of friction, postulated in phenomenological terms, ei-
ther through the simple model of Amontons-Coulomb or through the more
sophisticated models developed by Dietrich [20] and Ruina [51] or from the
experiments of Prakash [42] that account for rate of sliding and ageing effects.
There has also been an emphasis on the propagation of crack like sliding and
slip pulses at interfaces [2, 10, 36, 44, 59]. Examples of high speed contact slid-
ing where such phenomenological models are quite important include rail-gun
applications, where a projectile is accelerated along a track with significant
normal pressure and sliding velocities in the range of 1 - 2,000 m/s at launch
and earthquakes where slip in the form of pulses may travel at speeds faster
than the shear wave speeds in the crust [4]. Oden and Martins [38] present a
significant review of the literature on dynamic friction focusing primarily on
metallic materials applicable to technological problems. There is also a vast
literature on geophysical applications [28, 34].
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In the last three decades there have been a string of analytical, nu-
merical and limited experimental results on the dynamics of slip at high slip
speeds that have provided the impetus for the current investigations. Two
types of analyses have been considered in the literature: growth of a mode II
crack with energy dissipation required to generate new surfaces across which
frictional sliding occurs and slip pulse propagation along previously created
frictionally held surfaces. Burridge [10] considered the self-similar extension
of a mode II crack in a cohesionless interface between two identical materials
with Coulomb friction - the mode II analog of the Broberg problem for mode I
cracks - and found that the slip may propagate at the speed of the dilatational
wave speed Cd without a singularity if the static friction is low. It should
be noted that this analysis unifies the consideration of the problem of mode
II crack propagation and frictional slip propagation. Andrews [3] modeled a
mode II crack through a slip-weakening model for the crack tip cohesive zone
and identified in numerical simulations that the growing shear crack nucleated
a daughter crack ahead and accelerated to a speed of
√
2Cs(the speed regime
between the shear wave speed and the dilatational wave speed is referred to
as the intersonic regime, see Fig. 1.1).
Broberg [8] and Freund [23] analyzed the nature of the crack tip stress
fields and energy flow into the crack tip region in mode II cracks and established
that the crack tip possesses a square root singularity at the speed of
√
2Cs
and hence mode II cracks may grow at this speed. Broberg found that four







Figure 1.1: Crack speed regimes [8].
and that the crack cannot be propagated at the speed of range between the
Rayleigh wave speed and the shear wave speed (the speed region is referred
to as the subsonic super-Rayleigh region) due to the negative energy flow to
the crack edge. Freund [23] studied shear crack propagation in the intersonic
region and found that for mode II crack propagation the energy flux into the
crack tip is zero for all speeds of this intersonic range except for the speed of
√
2Cs. More recent models based on a cohesive zone at the crack tip suggest
that other intersonic speeds are attainable as well, either in an unstable or
stable condition. However, few experimental results are available; Rosakis et
al., [50] observed shear cracks in bonded bimaterial interfaces to propagate at
√
2Cs; this was the first direct measurement of intersonic crack growth under
shear loading. Ravi-Chandar [45] demonstrated that even in homogeneous
materials (without a weak interface), when trapped within a groove shear
cracks may grow at speeds in the intersonic range by sequential nucleation of
daughter cracks or echelon cracks; isochromatic fringe patterns from one such
experiment in a Homalite-100 plate is shown in Fig. 1.2. From the abrupt
7
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Figure 1.2: Isochromatics from an intersonic crack in Homalite-100 [45].
slope changes in the isochromatic fringes, the location of the shear Mach line
can be identified; the ±45◦ inclination of the Mach line indicates that the crack
is growing at a speed of
√
2Cs.
Weertman [59] showed that a self-healing slip pulse (initiating slip at
its leading edge and terminating slip at its trailing edge) can be generated
across a frictional interface between dissimilar materials. Weertman suggested
that a self-healing slip pulse may propagate in an unstable manner even when
the global stress state is subcritical for frictional slip. Adams [2] showed that
frictional slip is indeed possible at intersonic speeds and determined the nature
of the stress waves radiated from such a slip event under the assumption of
Coulomb friction. Archuleta [4] suggested that frictional slip in earthquakes
may propagate at speeds in excess of the shear wave speed and Heaton [28]
8
proposed self-healing slip pulses to account for the short duration of slip at a
point in comparison to the total duration of the earthquake. Xia et al [62, 63]
have recently shown that frictional slip across interfaces with a quasi-static
pre-stress can also grow into the intersonic regime. Numerous researchers
[38, 44] have discussed the fact that the slip pulse propagation problem with
Coulomb frictional model is ill-posed. Rice and co-workers have approached
regularization through the use of a rate and state dependent constitutive model
for friction. On the other hand, Martins [38] suggested that introducing a
dependence on normal stress based on a length scale might regularize the
problem. While this debate continues, the critical need is for some additional
experimental insight into the nature of the frictional constitutive law at high
slip speeds. It is evident that slip pulses may propagate at speeds in excess of
the shear wave speed.
In this work, we focus on dynamic slip along a frictional interface be-
tween two materials. To do this, two different experimental schemes have been
developed under extremely high rates of loading. In addition, the propagation
characteristics of a slip pulse are presented and examined through dynamic
photoelasticity in Chapter 4.
1.3 Outline of Dissertation
In this dissertation, we present the results from experiments aimed at
investigating fracture and frictional sliding under shear loading conditions.
The following is an outline of this dissertation.
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In Chapter 2, we introduce a new apparatus developed for this study
under extremely high rates of loading and demonstrate the application of dy-
namic photoelasticity to dynamic fracture and friction problems.
In Chapter 3, we examine shear cracks in homogeneous materials by
introducing a groove in the specimen and trapping the crack to grow within
it. Conditions for nucleation of cracks are determined from such experiments.
In Chapter 4, we examine the nature of dynamic slip events by di-
rect observations of slip propagation in carefully controlled experiments. The
propagation characteristics of this slip are then examined through dynamic
photoelasticity. In addition, we introduce an experimental model to examine
the dynamic slip under the release pressure ahead of the frictional interface
and present some experimental results.
In Chapter 5, we introduce a new optical method by adopting classical
methods of photoelasticity and Mach-Zehnder interferometry in a combined
arrangement in order to determine both principal stresses and their orienta-
tions simultaneously. We will also show that this optical method eliminates
the need for high-speed photographic system, but more importantly provides
complete, time-resolved evolution of all stress components. In addition, some




A wide variety of techniques are used to produce stress waves in solids.
Different experimental methods have been developed for the purpose of ex-
amining dynamic behavior of materials, since many materials exhibit different
deformation behavior in different strain rate regimes. The range of strain rates
(or loading rates) in different loading schemes is given in Fig. 2.1.





High Rate (~10 /sec)3





Figure 2.1: Range of strain rates obtained in different loading methods [65].
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At low strain rates of the order of up to 100s−1, the load is applied
slowly and the uniaxial tension, compression curve with constant strain rate
is used to describe the material behavior. Hydraulic or pneumatic devices are
used to generate stress waves at intermediate strain rate regime from 10−1
to 102s−1. The strain rates of the order of 103s−1 or higher are generally
considered as high strain rates. In this regime, strain rate and wave propaga-
tion effects are important in understanding the dynamic behavior of materials.
Projectile impact, Hopkinson pressure bar, various types of explosives (such
as Lead azide and pentaerythritol tetranitate (PETN)) and electromagnetic
loading have been developed to generate high magnitude, short duration stress
pulse loading. More detailed descriptions of the electromagnetic loading and
projectile impact methods which are used in this chapter are presented below.
2.1 Electromagnetic Loading Device
Among dynamic loading methods used to generate stress waves, the
electromagnetic loading scheme is quite simple and versatile. This loading
scheme is based on electromagnetic interaction between two current carrying
conductors (Ravi-Chandar and Knauss, [47]). A flat copper strip, 12.7 mm
(0.5”) in width by 0.53 mm (0.02”) thickness is folded back with 3 loops which
increase the input pressure and the space between the layers is filled with
an insulating strip. When a current flows through the copper loop, each leg
generates a magnetic field surrounding it. The magnetic field oriented normal
to the current vector interacts with the current vector of the other leg to
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produce an electromagnetic repulsion that forces the conductors apart. This
electromagnetic force is impressed upon the surface of the plate in order to
generate a uniform pressure. The magnitude of the pressure loading may be










where P (t) is the pressure of repulsion, b is the width of conductors and µ0 =
4π × 10−7(weber / amp-m) is the permeability constant. The current in the
copper strip, i(t), is generated by a discharge from a capacitor bank. The
time history of the current which dictates the magnitude and duration of the
pressure applied on the surface of the specimen may be controlled by suitable
choice of capacitors and inductors that form the pulse, with a rise to the peak
amplitude in about 25µs, and a total duration of about 150µs . In case of
the 3 loop copper strip used in the experiments, the surface pressure is larger
than a single loop copper strip. In our experiment, a pressure of 35.6 MPa is
generated at approximately 5000 volt in the capacitor.
2.1.1 Charge-Discharge Circuits
To supply the current to the copper strip for generating the electro-
magnetic force, an electric circuit consisting of capacitor, inductor and resis-
tor shown in Fig. 2.2 is used. As shown in the figure, the charge-discharge
circuit consists of 11 capacitors with capacitance (C) of 25µF , 11 inductors,
an ignitron switch and a capacitor charging power supply. The circuit can














Figure 2.2: The configuration of the charging and discharging circuit: 11
Capacitors (C=25µF ) and 11 Inductors.
ignitron switch which is controlled by the firing module (IG5F). This model
(IG-5 Ignitron driver, Richardson Electronics Co.) is designed to meet the
specifications for triggering all ignitrons and is triggered by the 5V TTL sig-
nal sent through a fiber optic cable. Consequently, the IG-5 Ignitron switch is
triggered through the signal from the main system controller and this triggers
the ignitron switch leading to discharge of the capacitors through the copper
strip.
The capacitor charging power supply is connected to the capacitor bank
by a resistor to charge the system. Another discharge circuit is connected to
the capacitor bank for safety; the purpose of this circuit is to prevent the
capacitors to be charged unintentionally after the test.
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2.1.2 Calibration of the Loading Device
The Rogovski coil measures the current flowing in the copper strip. The
advantage of this method is that it does not need any direct connection between
the measuring circuit and the current path. The Rogovski coil measures the
current rate indirectly using a toroidal winding. The voltage induced in the
coil is proportional to the rate of change of current. The resulting voltage
needs to be calibrated in terms of the current rate in the copper strips. This
is done by connecting to the copper strips only one of the capacitors and one
inductor. The detailed procedure for calibration is presented in Appendix
A. The resulting output is a decaying sine wave as shown in Fig. A.2, the











where İT/2 is the current rate at 1/2 period in amps, V0 is the charge voltage
in capacitor in volts, C is the capacitance in farads, T is the period in seconds
and A3/A1 is the ratio of successive peaks of same sign. From the calibration
tests for specified voltages, A3/A1 and T can be determined. Using the given
values V0 and C (in our experiment system, C = 25µF ), we can calculate
the current rate from Eq. (2.2). This value also yields a known voltage (VR)
from the Rogovski coil. Hence 1 volt of Rogovski output can be related to the
current rate of the copper strip in amps/s. The period was 45µs for all cases
with a combination of one capacitor and one inductor. From this calibration,
the calculated calibration factor between the current rate in the copper strips
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and the integrated Rogovski coil output is that 1 Voltage in the integrated
Rogovski coil output ∼= 38 MA/s in the copper strips.
2.1.3 Electromagnetic Loading
When current flows through a conductor, it produces a magnetic field.
The magnetic field oriented normal to the current vector interacts with the
current vector of the other leg to produce an electromagnetic repulsion that
forces the conductors apart. The magnitude of the applied pressure which is
proportional to the current in the copper strip can be calculated by using Eq.
(2.1). The current shape from this circuit can be controlled by changing the
total combination of the capacitors and inductors. The time history of the
calculated stress pulse for a charging voltage of 5000 V for 11 capacitors and
11 inductors is shown in Fig. 2.3. Increasing the number of capacitors and
inductors, results in the shape of the stress pulse becoming closer to an ideal
square shape. The calculated peak pressure from the Eq. (2.1) as a function
of the charge voltage is shown in Fig. 2.4
2.2 Projectile Impact
Projectile impact is one of the methods of generating dynamic loading,
especially in high strain rate applications such as the Hopkinson pressure bar.
The duration of the loading pulse depends on the length of the projectile while
the magnitude of the loading pulse depends on the velocity of the projectile and
material properties of the specimen. Based on one-dimensional wave theory,
16
Figure 2.3: The time history of the stress pulse from a discharging circuit:
5000V, 11 capacitors.
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Figure 2.4: The generated pressure from the electromagnetic loading device
for a single loop arrangement.
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the duration and magnitude of the loading pulse are τ = 2L/C0 and σ = ρC0υ0
respectively for a bar impacting another bar of the same impedance where L
is the length of the projectile, C0 is the bar wave speed in the projectile, ρ
is the density and υ0 is the velocity of the projectile. With this method, a
wide range of loading rates can be obtained by controlling the velocity of the
projectile. The generated compressive loading pulse is quite repeatable.
In our experiments, a 50 mm diameter 100 mm long polycarbonate
projectile was launched by an air-gun and accelerated through the barrel of a
gun at speeds in the range of a 20 to 80 m/s. As shown in Fig. 3.3 (See Chapter
3), the projectile is made to impact the specimen at the desired location in
order to generate dynamic loading. With this configuration, a compressive
stress pulse can be generated to promote shear fracture in a homogeneous,
isotropic specimen as described in more detail in Chapter 3.
2.3 Diagnostics
Dynamic photoelasticity has played a large role in the development of
dynamic fracture mechanics. An early application of photoelasticity to dy-
namic fracture problems was demonstrated by Wells and Post [60], and this
was followed by many others [18, 58]. While many of the studies of dynamic
fracture problems included the use of photoelasticity, other full-field optical
methods have also been developed and used. For example, Epstein et al.
[21] and Pfaff et al. [40] used moiré and Twyman-Green interferometry, re-
spectively, to examine the evolution of dynamic displacement fields. These
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methods place significant demands on the optical system for faithful recording
of interference images. Chao et al. [12] applied the digital image correlation
method to examine the dominance of the K-field in dynamic fracture; while
this method is simpler than optical interferometric methods, it has not been
used extensively. Tippur et al. [56] developed a lateral shearing interferometry
technique to determine the out-of-plane displacement gradients and applied the
technique to numerous dynamic crack problems; variants of this method are
as easy to implement as photoelasticity, but again, very few investigators have
used shearing interferometry in dynamic fracture studies. In short, full-field
optical techniques have a major role in the development of dynamic fracture
mechanics. In this section, dynamic photoelasticity is reviewed as the main
diagnostic tool used to measure the stress field within the specimen.
2.3.1 Dynamic Photoelasticity
The method of the photoelasticity is based on the physical behavior of
transparent materials. In some materials the index of refraction is affected by
the application of external load. This behavior, known as temporary double
refraction (birefringence), was first observed by Sir David Brewster [6]. Eqs.
(2.3) ∼ (2.5) are the fundamental relationships between stress and optical
effects and are known as the stress-optic law which describe the changes in
index of refraction due to applied stress in a material exhibiting temporary
double refraction.
n1 − n0 = c1σ1 + c2(σ2 + σ3) (2.3)
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n2 − n0 = c1σ2 + c2(σ3 + σ1) (2.4)
n3 − n0 = c1σ3 + c2(σ1 + σ2) (2.5)
where σ1,σ2 and σ3 are the principal stresses at a point, n0 is the isotropic,
unstressed index of refraction, n1,n2 and n3 are the principal indices of re-
fraction which coincide with the principal stress directions and c1 and c2 are
the constants known as the direct and transverse stress-optic coefficients. For
plane stress conditions, σ3 can be set equal to zero. Furthermore, for light
rays propagating in the x3 direction, only the refractive indices n1 and n2 are
of interest. Hence, Eqs. (2.3)∼(2.5) reduce to:
n1 − n0 = c1σ1 + c2σ2 (2.6)
n2 − n0 = c1σ2 + c2σ1 (2.7)
The relative angular phase shift ∆ between the two components when the light




(n2 − n1) = 2πhc
λ
(σ1 − σ2) (2.8)
where h is the thickness of a doubly refracting plate, λ is the wavelength of
the light, and c = c1 − c2.
The photoelastic arrangement with four optical elements and a light
source called the circular polariscope is illustrated in Fig. 2.5. The light beam
polarized along the axis of polarization is then resolved into two components
Ef and Es vibrating parallel to the fast and slow axes through the first quarter


















































































Figure 2.5: A photoelastic arrangement in a circular polariscope in a dark field
configuration (A) Polarizer (B) Quarter wave plate [19].
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respect to the axis of the polarizer and two components have a relative angular
phase shift ∆ = π/2. Since the stressed specimen also acts as a wave plate, the
additional relative retardation ∆ (see Eq. (2.8)) is added as the light passes
through the specimen. Similar to the first quarter wave plate, the light beam
from the specimen is resolved into two components associated with the fast
and slow axes of the second quarter wave plate and accumulate and additional
phase shift of ∆ = π/2. Finally, the only vertical components of the light
emerging from the 2nd quarter wave plate can be passed through the last
polarizer. This output wave is given by (see Dally and Riley [19])
Eout = k sin
∆
2
sin(ωt + 2α − ∆
2
) (2.9)
From the Eq. (2.9), the intensity of this light beam is given by:




From Eq. (2.10) it is evident that the intensity reaches a minimum when
∆/2 = nπ, n = 0, 1, 2, 3, .... Combining Eqs. (2.8) and (2.10) we write:
σ1 − σ2 = Nfσ
h
(2.11)
where N = ∆/2π is the isochromatic fringe order and fσ = λ/c is the material
fringe value. Loci of constant intensity points define lines of constant (σ1−σ2)
and are called isochromatics. From the Eqs. (2.8) and (2.10), it is seen that
the intensity of the beam is not a function of the angle β. The mechanical and
optical properties of two photoelastic materials are shown in Table 2.1. In our
experiments, the isochromatic fringe patterns are captured using a high-speed
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Table 2.1: Mechanical and optical properties of photoelastic materials [46].
Properties Material
Polycarbonate Homalite-100
Young’s Modulus, E(GPa) 2.6 4.5
Poisson’s Ratio, ν 0.4 0.34
Density, ρ(kg/m3) 1230 1230
Dilatational Wave Speed, Cd(m/s) 1826 2057
Shear Wave Speed, Cs(m/s) 899 1176
Index of refraction, n 1.6 1.56
Material stress fringe value, fσ(kN/m) 6.6 22.2
camera at short time intervals to provide a time history of the evolution of the
shear stresses in the specimen.
2.3.2 High Speed Photography
The high speed camera and photoelastic arrangement used in this work
are shown in Fig. 2.6. The high speed camera consists of an Argon ion pulsed
laser as the light source and appropriate optical system including lenses and
camera. The light beam passes through the specimen and is collected into the
camera. In our system, 120 laser pulses with 11µs period form 120 images
on the circular 35 mm film located in the track. Our tests are conducted at
90,000 frames per second using a field of view of 75 mm (3”) in diameter.
2.4 Timing Circuits
In order to obtain diagnostic images with the proper time sequence,













Figure 2.6: The entire experimental setup of dynamic photoelasticity including
high speed photography.
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shutter, and laser. The appropriate firing time for each system is controlled
by programmed software with appropriate delay times. The timing diagram
is shown in Fig. 2.7. The shutter for the high speed camera has internal delay
time about 55 ms due to its mechanical components but remains open for 13
ms at 1/125 s shutter speed. This is not short compared with the total running
time of experiment which is less than 1 ms. As shown in Fig. 2.7, the ignitron
and laser must be controlled by suitable delays in order to trigger them after
opening the shutter. Therefore, the shutter is triggered first with a delay D1.
It opens at D1 + 55 ms and remains open until D1 + 55 + 13 ms. Images are
then acquired beginning at D3 > D1 + 55 ms so that the shutter is fully open.
The ignitron is then fired at time D2 = D3 +0.19 ms so that loading is applied
at 0.19 ms after the beginning of images.
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Figure 2.7: Delay time diagram for triggering systems.
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Chapter 3
Dynamic Shear Induced Crack Growth
Dynamic fracture problems in solids have been studied intensively for
nearly five decades. While most researchers have focused on crack problems
under opening mode or mode I type of loading, recently there has been an
emphasis on shear induced cracks in interfacial fracture, earthquake mechan-
ics and high speed sliding. For example, Rosakis and co-workers [50] observed
shear-dominated crack propagation along a weak plane that exceeded the speed
of shear waves. The range of speeds between the shear and dilatational wave
speeds is called the intersonic regime. In this chapter, we examine shear cracks
in homogeneous materials by introducing a groove in the specimen and trap-
ping the crack to grow within it. This does not affect the fracture mechanisms
inherent to the material, but influences the energy flux and loading symme-
try. We demonstrate that such shear induced cracks can grow at speeds in
the intersonic regime. Furthermore, it is shown that the main mechanism of
the shear crack growth is the sequential nucleation, growth and coalescence of
echelon cracks. The spacing and angle relative to the groove plane of the ech-
elon cracks are measured directly from the experimental specimen. Numerical
simulation shows that the echelon cracks are well aligned perpendicular to the
maximum principal (tensile) stress generated in this specimen. The spacing is
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interpreted as an intrinsic characteristic of the failure process. These exper-
iments also enable the determination of the dynamic failure stress at which
microcracks are nucleated.
3.1 Asymptotic Stress Field for Crack Growth under
Mode II Loading
The asymptotic stress fields for cracks moving at a speed v have been
obtained for all possible modes of loading on the crack. The general procedure
for derivation of these fields may be found in Freund and Clifton [25]. The
structure of the field depends on the crack speed and the mode of deforma-
tion. We denote Cd and Cs as the dilatational and distortional wave speeds
respectively. If v < Cs , the crack is said to be subsonic and the Cartesian





f IIαβ(θ; v) as r → 0 (3.1)
f II11 (θ; v) = −
2αs
R(v)























































1 − (v sin θ/Cd)2 and γs =
√
1 − (v sin θ/Cs)2 (3.3)
















Polar coordinates (r, θ) centered at the moving crack tip are used in the above
equations. From Eq. (3.1), it is clear that the stress field is singular as the
crack tip is approached with the familiar square root singularity observed in
the corresponding quasi-static problem. The strength of the singularity is the
dynamic mode II stress intensity factor, KII , defined as follows:
KII(t) = lim
r→0
(2πr)1/2σ12(r, 0, t) (3.7)
The dynamic energy release rate per unit area can be calculated by considering






II , AII(v) =
v2αs
(1 − ν)C2s R(v)
(3.8)
where E and ν are the modulus of elasticity and Poisson’s ratio respectively.
From a fundamental physical point of view, for a crack growing at a speed
v, this energy release rate must be equal to the dissipation in the fracture
process zone. Considering the singularity in the function A(v) at the Rayleigh
surface wave speed, a subsonic mode II crack is limited to propagate below
speed. Interface cracks in this regime were examined by Lambros and Rosakis,
[31]. Ravi-Chandar et al. [48] demonstrated that in polymethylmethacrylate
(PMMA), ductile cracks that grew as pure mode II cracks trapped in a groove
were indeed limited to grow below the Rayleigh wave speed.
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If Cs < v < Cd, the crack is in an intersonic regime; the analysis of shear
cracks that run in this speed range has been considered by some researchers
[8, 11, 23, 54]. Expressions for the variation of the crack tip stress field in polar
coordinates (r, θ) are given in [9]:
{σrr, σθθ} = −A
rg
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H(|θ| − θf) represents the unit step function. From Eqs. (3.9) and (3.10),
it is seen that the stress field is singular as the crack tip is approached, with
the nature singularity given in Eq. (3.13) indicating a velocity dependence.
Clearly the singularity is weaker than the subsonic square root singularity
with one exception to be discussed below. The strength of the singularity, A,
is defined as follows:
A = lim
r→0
(2πr)gσ12(r, 0, t) (3.14)
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and plays a role similar to the stress intensity factor in the subsonic case. Two
key distinguishing features of the intersonic stress field shown in the equations
above are important to recognize; first, the presence of terms indicated by
the unit step function, suggests a possible discontinuous change across the
radial lines |θ| = θf . This is a manifestation of the fact that the crack moves
faster than the shear waves emanating from the crack tip and results in the





Figure 3.1: The crack is moving with a speed v > Cs. Contributions from the
shear waves to the stress field arise only for |θ| > θf .
energy release rate for intersonic crack growth can be obtained simply as the
product of the stress and displacement components; thus, σ12 ∼ Ar−g(v), u1 ∼
Ar−g(v)+1 implies that the energy release rate G ∼ σ12u1 ∼ A2r−2g(v)+1 ; the
energy release rate tends to zero as r → 0 for all cases except when g(v) = 1/2.
This exception occurs when v =
√
2Cs ; at this speed, a square root singularity
is recovered and a finite energy release rate is possible. Hence, an intersonic
crack can propagate at this speed. It should be noted that the terms involving
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the unit step functions disappear completely at this speed suggesting that the
shear wave does not contribute to the crack tip stress field. In the experiments
discussed in this chapter, we will implement loading conditions appropriate to
generate intersonic cracks and interrogate them with dynamic photoelasticity.
Therefore, we use the asymptotic stress fields indicated in Eqs. (3.1), (3.9)
and (3.10) to simulate typical patterns of isochromatics for comparison with
the experiments. Such patterns are shown in Fig. 3.2 for the subsonic and
intersonic cases. The isochromatic fringe pattern in Fig. 3.2 (a) corresponds
to a subsonic crack under pure mode II loading; there are many experimental
observations of such fringe patterns. The fringes in Fig. 3.2 (b) correspond to
an intersonic crack propagating at v/Cs =
√
2; the absence of discontinuities at
this velocity are evident from the figure. Freund [23] showed that if a cohesive
zone is introduced at the crack tip with a prescribed traction-sliding velocity
relationship, speeds in the interval
√
2Cs ≤ v ≤ Cd also lead to finite energy
release rate and hence intersonic mode II cracks may propagate with speeds
in this range. With the understanding that the process zone (or the sliding
zone) is small, the analysis indicated here should hold for both cracks and
frictionally held interfaces.
3.2 Experimental Set-up for Dynamic Shear Crack Growth
Our interest is in observing shear crack growth in a homogeneous ma-
terial, without heterogeneity or anisotropy in either the fracture or the con-
stitutive properties of the material. The key idea needed to accomplish this
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(a) (b)
Figure 3.2: Simulated isochromatic fringe patterns corresponding to a dark
field circular polariscope arrangement. (a) subsonic crack growth with KII =




2. Fringe constant fσ = 7kN/m corresponding to polycarbon-
ate. The field of view shown in these figures is 40 mm to a side.
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- confining pressure - is already present in the quasi-static experiments of
von Karman [57], Wong [61] and Broberg [7]. However, if one generates such
confinement, it becomes difficult to observe the crack tip motion in real-time;
furthermore, the confinement introduces additional frictional contact along the
crack surfaces, further complicating the energy dissipation during fracture. We
describe an experiment where a groove is used to trap a mode II crack along a
specific plane; this approach has been used by Cotterell [16] to suppress crack
branching under mode I loading and to grow faster mode I cracks; Broberg
[8] also hinted at the possibility of using this configuration for shear mode
cracks. We resort to the asymmetrically loaded geometry, with a groove as
illustrated in Fig. 3.3; in initial experiments, a precrack was used, but in
later experiments, we dispensed with the crack altogether and investigated a
grooved specimen. Spontaneous crack nucleation was then observed.
It is important to emphasize the role of the groove - what it is, what
it does and more importantly what it does not do. The detailed geometry of
the groove is shown inset in Fig. 3.3; it was introduced simply by cutting with
a saw blade in a mill. It increases the in-plane shear stress imposed on the
material along the groove plane; there might be some high frequency influence
arising from the geometric changes, but we expect that in the long term (on
the order of 50 to 100 µs) these might not play a big role. We will show that
this is indeed the case through an examination of the stress field developed in
the experiment. The groove also produces a stress concentration at the groove








Figure 3.3: Asymmetrically impacted specimen geometry for dynamic mode
II experiments. Details of the groove with dimensions in mm are shown on
the right.
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direction is a distinct possibility. The main role of the grooves, at least the
role we hope that they would play, is to change the ratio of energies for mode
II and mode I fracture. But the most important feature of the experimental
investigation is that the lowering of the total energy required for mode II crack
growth is accomplished without altering the toughness or the strength of the
material. The mechanisms of deformation and fracture in opening and shearing
modes are left unaltered and will develop as dictated by the evolution of the
stress field, unlike in a weak interface, where they are clearly altered.
The experimental arrangement is shown schematically in Fig. 3.3. The
grooved specimen is impacted with a polycarbonate projectile accelerated to
speeds in the range of 20 to 80 m/s by an air-gun. A high-speed camera capa-
ble of 100,000 frames per second with exposure times of around 15 ns was used
to capture the wave propagation, crack initiation and growth. Homalite-100,
a thermosetting polyester (supplied by SGL Homalite) was used as the speci-
men material. Relevant material properties are listed in Table 2.1. Homalite
is a strongly birefringent material and hence the specimen was observed in
a circular polariscope providing isochromatic fringes or contours of constant
shear stress [46]. Two sets of experiments were performed: in the first set, two
Homalite-100 specimens, one without a groove and the other with a groove
were impacted at the same speed and the evolution of the isochromatic fringe
patterns was observed. The main objective of this experiment is to demon-
strate the exact role of the grooves in the transmission of the deformation from
one side to the other. In the second set, Homalite specimens with grooves, but
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without cracks, were impacted at different speeds. Even in the absence of an
initial crack, the stress enhancement induced in the groove plane is sufficient
to trigger crack nucleation and growth. We now discuss each one of these sets
of experimental observations in detail.
In our attempt to promote shear fracture, we have introduced a groove
in the specimen; the influence of the groove on the development of the stress
field can be determined by performing a detailed three dimensional finite ele-
ment analysis where the groove will by necessity be represented by an idealized
description of the geometry. On the other hand, the influence can be deter-
mined exactly very simply by performing two experiments at nominally the
same conditions on two specimens, one with a groove and one without and
comparing the evolution of the isochromatic fringe patterns; this is a powerful
illustration of the simplicity and elegance of photomechanics! In Fig. 3.4,
three selected frames from two tests are shown at very nearly corresponding
times. Since the synchronization of the picture sequence with the impact event
could be delayed by a few microseconds, exact time matches are difficult to ob-
tain; however, the differences are within 5µs, and the dilatational wave travels
only about 10 mm in this time, so meaningful comparisons of the stress field
evolution may be obtained from the sequence of pictures shown. The top row
in Fig. 3.4 corresponds to a Homalite specimen without a groove, impacted
at about 33 m/s. The bottom row in Fig. 3.4 also corresponds to a Homalite
specimen impacted at a speed of about 34 m/s, but this specimen contains
a groove. Comparing the two sequences of photographs, it is clear that the
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Figure 3.4: Evolution of the dynamic stress field under asymmetric impact
in a Homalite-100 specimen; top row shows specimen without a groove; the
bottom row shows the influence of the groove. Square grid is 6.35 mm (0.25
in) to a side.
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development of the isochromatic fringe patterns is quite similar in the two
specimens, especially in the top portion of the specimen whose stress evolu-
tion is controlled by the energy transferred across the groove. This observation
is taken as an assurance that the effect of the groove on the development of the
overall stress field was not significant far away from the groove; note, however,
that there is a concentration of shear along the groove line as indicated by the
steep gradients in the density of isochromatics in the bottom row of Fig. 3.4
which focuses the failure to develop in this plane. Thus, the presence of the
groove does not disturb the evolution of shear stresses globally, but produces
as expected an enhanced shear in the plane of the groove; the groove provides
the appropriate stress field for the development of a shear fracture as described
next.
3.3 Shear Induced Crack Nucleation and Growth
In the experiments performed without a groove, the specimen simply
takes the kinetic energy from the projectile and flies off towards a catcher tank
without fracture or fragmentation. On the other hand, the stress concentration
in the groove causes crack nucleation and growth from different locations on
the specimen depending on the impact speed. With increasing impact speed,
crack nucleation was observed in the interior of the specimen, at the far end
from impact, and at the impact end. Here, we examine nucleation of cracks
in the interior of the specimen.
The propagation of stress waves from uniform pressure loading on a
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Homalite-100 specimen is shown in Fig. 3.5. Four frames beginning at 55 µs
after impact at 11 µs time increments are shown. The width of the specimen is
101.6 mm (4 in) and the dilatational wave travels across the specimen, reflects
at the traction-free distal boundary and returns towards the impact end; when
this wave interacts with the shear wave generated by mode conversion at the
corner of the impact point, a large increase in shear stress arises and cracks are
nucleated at this point (this corresponds to about 75 µs and corresponds to
the 3rd frame shown); this crack proceeds from the nucleation point marked on
the figure and follows the dilatational wave front towards the impact direction.
Measuring the crack tip position in the 3rd and 4th frames, it is estimated that
the crack travels at about 2000 m/s, nearly equal to the dilatational wave
speed in Homalite-100. It appears that this is not crack growth in the usual
sense, and the stress concentration associated with a crack tip singularity is
not observed ahead of the overall crack (compare with the isochromatics for
subsonic and intersonic shear crack growth shown in Fig. 3.2). Post-mortem
examination of the features of the fracture indicate the sequence of events:
Fig. 3.6 shows a close-up view of the specimen in the region indicated by
the dotted rectangle in Fig. 3.3; periodically spaced cracks, oriented at an
angle to the plane of the groove are clearly seen. These are reminiscent of the
echelon cracks observed in rock fracture under shear loading. Further details
of these cracks can be seen in Fig. 3.7, where a scanning electron microscope
image of the fracture surface is shown. Both of these images reveal that crack








Figure 3.5: Nucleation and growth of an intersonic shear crack in a Homalite-
100 specimen. Frames are at 11µs time interval. Square grid is 10 mm to a
side.
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Figure 3.6: Formation of echelon cracks across the plane of the groove.
oriented at an angle to the groove plane. With this mechanism in mind, if
the isochromatics in the 3rd frame of Fig. 3.5 are again examined closely, one
can observe that each one of the nucleated crack shows a concentration of
isochromatic fringes indicating the multiple crack tips which is shown in Fig.
3.8. This sequential nucleation and coalescence of such echelon cracks is similar
to the daughter crack mechanism suggested by Andrews [3] for the transition
from the sub-Rayleigh shear crack to intersonic crack speeds. However, in the
present case, we see that the successive nucleation is directly in the intersonic
range and there is no crack that transitions from subsonic to intersonic speed
in this case.
When the impact speed is increased to the range of 40 m/s, the shear
stress induced along the plane of the groove upon impact is large enough to
trigger crack initiation from the impact end. An example is shown in Fig. 3.9
for a Homalite specimen; in the first 50µs, the propagation of the stress wave
loading from the impact end to the right side can be seen; the dilatational
wave speed can be determined from the sequence to be 2000 m/s. At the
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Figure 3.7: High resolution scanning electron microscope image of the fracture
surface showing the details near the crack nucleation site. The serrated surface
feature indicates multiple nucleation of echelon cracks at an angle to the groove







Figure 3.8: One frame from a high speed sequence showing a concentration of
isochromatic fringes which indicate the multiple crack tips.
6th frame, distortions in the fringe patterns can be seen at the left end of the
image; this is the result of nucleation of a crack at the groove plane near the
impact end. This pattern gets well organized in the subsequent two frames
and one can then clearly observe a disturbance propagating along the plane
of the groove at a speed of v =
√
2Cs; that the groove plane is fractured
behind this disturbance can be verified by observing the echelon cracks visible
in the last frame of Fig. 3.9. Post-mortem examination of the fracture surface
indicated that the mechanism of echelon crack formation was identical to the
case of lower impact speed. Clearly, the crack appears to grow at a speed of
v =
√
2Cs in this homogenous material. However, the fringe patterns are quite
unlike the ones calculated from the asymptotic field and bring to question the
dominance of the asymptotic field in Eqs. (3.9) and (3.10) in the vicinity of
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Figure 3.9: Nucleation and growth of an intersonic shear crack in a Homalite-
100 specimen. Frames are at 10µs time interval. Square grid is 6.35 mm (0.25
in) to a side.
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the crack tip. Furthermore, for a crack propagating a v =
√
2Cs, if the process
region is small, one should not observe propagation of disturbances from the
crack tip with the shear wave speed into the bulk of the material. The clear
presence of the moving shear disturbance can be identified by the differences
in the fringe densities and the discontinuities the fringe patterns suggests that
the process zone must be quite large; the fact that echelon cracks are nucleated
at large distances (of about 0.5 mm) indicates that the fracture process region
is so large that the asymptotic field may have very little dominance.
3.4 Numerical Simulation of Mode II Loading
We now turn to a simulation of the dynamic experiment where the
echelon cracks are nucleated. For comparison with experimental results, we
perform the 3D finite element simulation. In the finite element simulation, the
pressure loading measured from the current data of the Rogovski coil with the
peak magnitude of about 35.6 MPa is applied to the Homalite-100 specimen.
As discussed in Section 3.3, the nucleation of the echelon crack occurs at the
point where the incoming shear wave meets the reflected dilatational wave.
The large increment in the shear stress along the groove that occurs at this
time will drive the crack initiation and growth. In order to determine the stress
evolution, one element located in the center of the groove at the anticipated
nucleation position is selected. As we expect, the shear stress level of the
specimen at a position inside the groove is higher than the stress level of
the specimen at the position outside the groove depending on the depth of
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the groove. In our simulations, the ratio of w/w1 (indicated in Fig. 3.3)
is 2.7. In the experimental results on shear crack shown in Fig. 3.10, the
angle of the echelon cracks to the groove plane can be measured directly from
the experimental specimen. The measured angle shown in Fig. 3.10 is 40◦
approximately. This result can be compared with the calculated angle from
the stress components at the anticipated location of the nucleation of echelon
cracks along the inside groove in simulation. The stress variations inside the
groove at a position 67 mm away from the loading part are shown in Fig.
3.11. In this figure, the time variation of stress components σ11, σ22, σ12 as
well as the principal stress σ1 are shown. The orientation of the maximum
principal stress is shown in Fig. 3.11 (b). The P-wave corresponding to the
edge loading arrives at about 28 µs and generates a compressive stress of
about 25 MPa. Large shear stresses are also generated within the groove (as
expected from the experimental observations). The interation between the
reflected P-wave and the incoming shear wave occurs at this location at about
65 ∼ 70 µs. Corresponding to this time, there is a sharp increase in the tensile
principal stress causing nucleation of echelon cracks normal to this principal
stress. The calculated angle of the echelon cracks to the groove plane based on
the failure along the plane of the maximum tensile stress is 40◦ approximately
and the corresponding tensile stress is about 27 MPa at about 68 µs. This is
consistent with the angle of the echelon cracks measured in experiment shown
in Fig. 3.10.





Figure 3.10: One frame from a high speed sequence showing the nucleation of
the multiple echelon cracks in a Homalite-100 specimen.
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Figure 3.11: Variation of the calculated (a) stresses at a point inside groove in
simulation. σ11, σ22, σ12 and σ1 are represented by the solid blue line, dashed
red line, dotted black line and dash-dot blue line respectively; (b) principal
angle β.
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trap the crack to grow under mode II symmetry within the plane of the groove,
indicate that shear cracks can grow at speeds in the intersonic regime, with the
nucleation and coalescence of the echelon cracks being the main mechanism
of fracture. This observation supports a conjecture by Craggs [17], that there
should be no limit to the crack speed in principle, because fracture would
occur instantaneously everywhere if the entire prospective crack plane could be
brought to the critical state; we have accomplished this in the present example
by the concentration of shear stress in the groove generated at the speed of
the dilatational wave. Numerical simulation shows that the echelon cracks are
well aligned perpendicular the maximum principal (tensile) stress generated
in this specimen. The spacing is interpreted as an intrinsic characteristic of
the failure process. These experiments also enable the determination of the
dynamic failure stress at which microcracks are nucleated.
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Chapter 4
Frictional Sliding under Dynamic Loading
The existence of a slip pulse along the frictional interface under dynamic
loading is evidence of dynamic slip. The possibility of two identical half-spaces
sliding with friction due to the presence of separation waves and/or stick-slip
waves was studied by Comninou and Dundurs [13–15]. Nosonovsky and Adams
[36, 37] studied the sliding of an elastic half-space against another elastic half-
space and showed that steady sliding is compatible with the formation of a pair
of body waves (a plane dilatational wave and a plane shear wave) in each elastic
body radiated from the sliding interface. Each wave moves at a different angle
with respect to the interface such that the trace velocities along the interface
are equal and supersonic. Although it has been shown that a solution in
the form of waves radiated from the contact interface can exist, the origin of
these waves has not been addressed. Adams [1] investigated the sliding of two
dissimilar elastic bodies due to periodic regions of slip and stick propagating
along the interface. The results of Adams show that a slip pulse travels through
a region which otherwise sticks. In more recent works, Adams [2] investigated
the propagation of a slip pulse of the same nature traveling with an intersonic
speed and demonstrated that such a pulse can exist for sufficient friction and
for modest mismatches in material combinations. However, few experimental
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results are available; Rosakis [49] has recently shown that frictional slip across
interfaces with a quasi-static pre-stress can also grow into the intersonic regime.
4.1 Plane Wave Impinging on an Interface
In this section, we focus on frictional slip under compressional planar
waves which occurs at different sliding velocities - in the range from a few µm/s
to a few hundred m/s. Our interest is in the high end of the speed range, when
slip occurs across the interface at speeds comparable to the elastic wave speeds
in the material. To do this, a novel apparatus has been constructed for the
study of friction under such extremely high rates of loading. Essentially, the
stress state across a frictional interface is brought to the critical state behind
the dilatational wave. If slip occurs across the interface, it will be forced to
run along the interface at this speed. Through variation of the quasi-static
or dynamic pre-stress on the frictional interface, and through variation of the
stress pulse, the approach to criticality can be altered almost at will.
4.1.1 Experimental Configurations for Mixed-Mode Loading on Fric-
tional Interfaces
The electromagnetic loading scheme described in Chapter 2 was mod-
ified to delve into the fundamentals of dynamic friction. Two polycarbonate
plates with 300 mm × 100 mm (12” × 4”) in 2-D dimensions and thickness
of 5.6 mm (0.25”) are machined to have an interface at an angle α as illus-
trated in Fig. 4.1. The interface is preconditioned by abrading with a sand
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paper (a systematic variation of this parameter has not yet been explored)
in order to evaluate its frictional characteristics. The two specimen plates
may be made either of the same material or of different materials, generating
different frictional characteristics. A static preload below the slip threshold
may be applied through a load frame; alternatively, a dynamic stress can be
superimposed through a stress wave generated from a second electromagnetic
loading system. A flat copper strip is folded back on itself or wrapped into
a coil with the space between the layers filled with an insulator such as my-
lar. This assembly is then introduced at the bottom of the specimen plate
as indicated in the schematic diagram in Fig. 4.1. For typical coils used in
our experiments, the crack surface pressures are in the range of 1 MPa to 1
GPa. Variation of the angle α can be used to alter both the ratio of the shear
stress to normal stress in the loading pulse as well as to alter the projected
velocity of the loading wave along the interface. Essentially, the loading of
the interface occurs at the velocity Cd/ sinα as this is the speed with which
the dilatational wave sweeps along the frictional interface. We note that this
loading configuration is equivalent to an infinite plate, with a well character-
ized stress state behind the dilatational wave for the duration of the current
pulse; hence this represents a clean experiment where the input conditions are
clearly identifiable.
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Figure 4.1: Scheme for dynamic friction characterization.
4.1.2 Propagation of a Slip Pulse and Stress Variation along Fric-
tional Interface
Two different experimental results corresponding to two different angles
(α = 45o, α = 60o) are described here. For the plane wave (with a magni-
tude of 40 MPa) impinging at an angle α = 45o on a frictional interface, the
development of frictional sliding is indicated in four frames selected from this
experiment as shown in Fig. 4.2. In this particular experiment, due to inad-
vertent misalignment, the two faces did not contact each other along the entire
length of the interface and the initial loading occurred only on the bottom half
of the specimen; nevertheless, the results are illuminating in understanding the
development of sliding. The dilatational wave front is identified in the frame
at 28 µs shown in Fig. 4.3 by the blue line. In the bottom half of the specimen
this wave encountered a traction free surface instead of a frictional interface;
hence, two waves - a dilatational wave and a mode-converted shear wave - were
reflected from the free surface. Elastodynamic wave theory indicates that the
55
amplitude of the reflected dilatational wave is small and hence is not visible in
the isochromatic fringe pattern. The reflected shear wave is clearly identified
in Fig. 4.3
The result of this process of reflection is that the gap between the
two halves of the plates is now closed with an unknown contact pressure; the
surfaces may now slide frictionally if sufficient shear stress is imposed. The
imperfect contact between the two halves of the plate resulted in the generation
of a shear wave at the point A indicated in Fig. 4.1. This shear disturbance
generates slip across the line of contact between the two halves of the plate;
tracing the speed of propagation of the isochromatics into the specimen, it is
easy to identify that a shear disturbance is traveling into the specimen, while
this drives a slip to grow along the interface at a speed of about 1250 m/s;
this is precisely Cs/ sin α for the polycarbonate specimen.
To demonstrate this conclusively, this experiment was repeated with
α = 60o and four frames from the sequence of images from this experiment is
shown in Fig. 4.4. The isochromatic fringes show very clearly that the shear
Mach waves (marked in the frame at 39 µs) make an angle of α = 27.1o with
respect to the interface suggesting that slip is triggered along the interface
right behind the dilatational wave. The measured speed of this disturbance
along the frictional plane is 1900 m/s; once again, this matches the estimate
based on Cs/ sin α; these results are Table 4.1. Thus, the frictional sliding











Figure 4.2: Sequence of high speed images of a plane wave propagating at an
angle of 45o with respect to the interface between two polycarbonate plates.
Square grid is 10 mm to a side; frames are 11 µs apart in time.
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Figure 4.3: One frame from a high speed sequence indicating the effect of
a plane wave propagating at an angle of 45o with respect to the frictional












Figure 4.4: Sequence of high speed images of a plane wave propagating at an
angle of 60o with respect to the interface between two polycarbonate plates.
Square grid is 10 mm to a side; frames are 11 µs apart in time.
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For both inclination angles of the interface stress singularity charac-
teristic of the intersonic crack is not observed, but simply a steady build-up
of shear stress until slip occurs. This is very similar to the case of the shear
cracks discussed in Chapter 3. For frictional interfaces with the same material
on either side, the isochromatics may be interpreted directly in terms of the
shear stress along the interface. Counting the order of fringes from before the
primary loading through the reflections and the slip, the variation of the shear
stress along the line marked in Fig. 4.5 was obtained and is shown in Fig.
4.6. The shear stress is seen to build-up gradually to a maximum (of about
10 MPa) at the leading edge of the slip pulse and to decay rapidly over a 5
mm length; this is the zone over which slip occurs. Note that this may not
be a self-sustaining slip event, but driven by the shear wave. However, this
measure of the state of the interface is incomplete since one must augment
the measurement with a characterization of the slip speed across the interface.
This remains a great challenge for photomechanics; perhaps dynamic moiré or
digital image correlation method coupled with dynamic photoelasticity could
provide the answer.
Table 4.1: Properties of a slip pulse.
Test  Polycarbonate Speed Range
Mach wave angle 43.5◦
Test 1 v/Cd 0.71 Intersonic
v/Cs 1.45
Mach wave angle 27.1◦





Figure 4.5: One frame from a high speed sequence indicating the effect of
a plane wave propagating at an angle of 60o with respect to the frictional
interface between two polycarbonate plates. The shear Mach wave is easily
identified. The dotted line indicates position along which the shear stress























Figure 4.6: Variation of the shear stress in the slip zone evaluated from the
isochromatics indicated in Fig. 4.5.
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4.2 Cylindrical Wave Impinging on an Interface
In this section, we focus on the frictional slip under compressional cylin-
drical wave which occurs at different sliding velocities. This implementation
of the loading scheme is more amenable to the study of nucleation of slip.
In experiments reported here, we use polycarbonate and Homalite-100 plates;
these materials are birefringent and hence we used dynamic photoelasticity to
record isochromatic fringe patterns. The loading scheme is described below.
4.2.1 Experimental Configurations for Mixed-Mode Loading on Fric-
tional Interfaces
A new experimental configuration whose purpose is to generate the
dynamic slip along the material frictional interface and find the conditions
under which dynamic slip initiates is shown in Fig. 4.7. A Polycarbonate
plate with 400 mm × 150 mm (16” × 6”) in 2-D dimensions and thickness of
9.5 mm (3/8”) for bottom plate and a Homalite plate with 400 mm × 100 mm
(16”×4”) in 2-D dimensions and thickness of 4.8 mm (3/16”) for top plate are
used. The two plates are aligned along the interface and held in a specially
designed fixture to remove the gap of the interface. In this arrangement, a
semicircular cut-out is made in a large plate and the coiled copper strip is
inserted into the gap between the cut-out as illustrated in the figure. Upon
discharge of the current through the copper coils, the electromagnetic repulsion
generates a cylindrical stress wave, whose wavefront is illustrated in the figure.
Behind the wavefront, of course, the load amplitude increases over time as
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indicated in Fig. 2.3. This cylindrical stress wave interacts with the planar
frictional interface, again with a possible compressive static prestress. Since
the angle between the compressive wave and the interface varies continuously,
the ratio of the shear stress to normal stress increases along the interface; at
some critical angle (one that depends on the frictional characteristics of the
interface), slip or interface cracking will nucleate (initiate) and move along
the interface. Furthermore, since the projected velocity of the wave along the
interface increases continuously, and is larger than the dilatational velocity,









Figure 4.7: Scheme for dynamic friction characterization; cylindrical wave
approaches a frictional interface. The velocity of the wave along the interface
increases with the angle α. At the critical angle αcr, slip is nucleated and may
propagate along the interface.
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4.2.2 Initiation and Propagation of a Slip Pulse along Frictional
Interface
Some experimental results from the impingement of a cylindrical wave
on a frictional interface are presented here. In this experiment, a Homalite
plate was placed on top of a polycarbonate plate. A cylindrical wave was
generated using the arrangement shown in Fig. 4.7 in the polycarbonate plate
and made to arrive at the interface. A sequence of images is shown in Figs.
4.8 and 4.9 corresponding to the different range of angles α under a cylindrical
wave of amplitude 40 MPa. Fig. 4.8 shows the isochromatic fringe patterns
obtained with the range of the inclination angle 14o < α < 32o. The cylindrical
compressive loading wave (P wave) front propagates from the bottom. The
initiation location of a slip event is not clear because the stress state in this
inclination angle range is not enough to drive a slip.
Fig. 4.9 shows the experimental results with the range of the inclination
angles 32o < α < 45o while the loading pressure was 40 MPa. The arrival of
the cylindrical wave front within the field of view of the camera is indicated in
the first frame. In the following frame (11 µs later), the wave front must have
passed across the interface and into the Homalite plate; however, fringes are
not observed in the Homalite. We believe that this is because at early times,
the normal stress and shear stress passing through the interface (caused by the
weight of the specimen and the early loading) are small and the slip threshold is
quite low. Since the fringe sensitivity of Homalite is also quite low, fringes are




Figure 4.8: Isochromatics from a cylidrical wave impinging on an interface
between a polycarbonate and Homalite-100 specimen (2.25” field of view, 14o <







Figure 4.9: Isochromatics from a cylidrical wave impinging on an interface
between a polycarbonate and Homalite-100 specimen (2.25” field of view, 32o <
α < 45o, frames are 11µs apart).
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and a few fringes become visible in the Homalite plate. The propagation of the
disturbance along the interface can be clearly seen (marked in the photograph
as the arrow). Direct measurement of the position of the disturbance of along
the interface from the high speed images results in a speed of 3030 m/s which
corresponds to v = 1.34 Cd with respect to the Homalite and v = 1.44 Cd with
respect to the polycarbonate; these correspond to supersonic propagation of
the sliding event along the interface. Hence, one should expect two sets of
shock waves, one corresponding to the dilatational wave speed and the other
corresponding to the shear wave speed; these are marked by the red lines in
Fig. 4.10 for easy identification. Based on slip propagating at a speed of
3030 m/s and the appropriate wave speeds, the predicted shock angles in the
Homalite are 48o and 23o and in the polycarbonate side 44o and 16.5o for the
dilatational and shear shocks respectively. These are within half a degree of
the measured angles for the shock and are summarized in Table 4.2. Since the
speed of the dilatational and shear waves is different in the two materials, the
shock angles in the two sides of the interface are different.
In summary, we present two different types of slip experiments. In
Section 4.1, using a novel experimental model of applying dynamic loading
Table 4.2: Experimental results of the speed of the slip pulses.
Test  Homalite-100 Polycarbonate Speed Range
Mach wave angle 48◦ 44◦
23◦ 16.5◦
1 v/Cd 1.35 1.44 supersonic
v/Cs 2.56 3.52
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Tip of slip pulse
Mach cone by S wave
Mach cone by P wave
68 s
Figure 4.10: One frame from a high speed sequence indicating the effect of
a cylidrical wave impinging on an interface between a polycarbonate and
Homalite-100 specimen. Mach waves corresponding to the dilatational and
shear waves are identified by the red lines.
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on frictionally held interfaces, we obtained several interesting results for a slip
pulse due to frictional sliding. We presented a slip pulse propagating at a
speed of intersonic range or close to supersonic. This is done by controlling
the inclination angle α. The isochromatic fringe patterns showing the shear
stress along the sliding interface were presented. The shear stress is seen to
build up gradually to a maximum of about 10 MPa at the leading edge of a
slip pulse and to decay rapidly over 5 mm slip length.
In Section 4.2, we present the experimental results on the dynamic
slip at an interface brought to the critical state behind the dilatational wave.
Under proper conditions, the slip pulses due to the dynamic slip event initiate
and propagate along the interface at speeds faster than the wave speed of the
materials. From these results, the approach to critically can be altered almost
at will through variation of the inclination angle on the frictional interface, and
through variation of the dynamic loading. Since the dynamic isochromatics
did not indicate any characteristic features of the mode II intersonic singular
stress field, it is difficult to extract quantitative information on the crack speed
versus the driving force. Further studies with additional diagnostic tools that
can measure particle velocities may need to be used to quantify the energy
dissipation during intersonic crack growth in homoneneous materials. A new
experimental method aimed at providing all dynamic stresses and principal
angle β was developed in this study and is discussed in Chapter 5.
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Chapter 5
Dynamic Measurement of Two-Dimensional
Stress Components in Birefringent Materials
In this chapter, we adopt classical methods of photoelasticity and Mach-
Zehnder interferometry in a new combined arrangement in order to determine
both principal stresses and their orientations simultaneously. The method is
equally applicable to static and dynamic problems. In dynamic problems the
measurement may be made with high-speed photodetector at very high tempo-
ral resolution at a single point or a small array depending on the detector array
and recording device; this eliminates the need for high-speed photographic sys-
tem, but more importantly provides complete, time-resolved evolution of all
stress components. Examples of application of the method are demonstrated.
Photoelasticity has been viewed as a full-field optical method for stress
analysis ever since the discovery of stress-induced birefringence by Brewster
nearly two centuries ago. However, a significant limitation of the method is
that it only provides the principal stress difference when used in a circular
polariscope. The principal stress orientation can be determined in a linear
polariscope, but this requires multiple measurements, with different orienta-
tions of the polarizer; this is quite tedious and in modern applications, this
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approach is rarely used. Many major contributions have been made by numer-
ous investigators towards extraction of the complete stress field. In particular,
Favre [22] and Post [41] combined photoelasticity with optical interferometry
to separate determine the two principal stresses independently. Others, such
as Tardy [55], suggested modifications to the circular polariscope in order to
be able to extract partial fringe orders. Nevertheless, the method of photoelas-
ticity has been used primarily as a technique for the evaluation of the principal
stress difference; this measurement is then augmented with some analytical or
numerical model in order to extract quantitative stress information from the
specimen. In this chapter, we present a combination of Favre and Tardy in
an arrangement that provides complete determination of the two-dimensional
stress components.
Phase shifting photoelasticity has been studied recently by numerous
researchers [5, 29, 35, 39]. The main idea behind the phase shifting methods
is to acquire multiple images with a known phase change introduced in the
optical path that are in addition to the phase change caused by the stressed
specimen; this is accomplished by introducing changes in the orientations of
the quarter-wave plates, and/or the polarizers. An inversion scheme is then
used to extract the relative phase change introduced by the specimen. Prob-
lems associated with unwrapping the phase in terms of the absolute phase
make the determination of the principal stress difference and principal direc-
tions in the specimen difficult. Different strategies and algorithms have been
used in the literature; Ramesh [43] presents a discussion of these methods.
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The need for multiple settings of the polariscope and sequential acquisition
of images or intensity data limit the use of these techniques to equilibrium
problems. Yoneyama et al. [64] present an interesting alternative to multiple
imaging by using the RGB signals from color images obtained in an elliptical
polariscope. Since our main interest is in transient problems, these methods
based on acquisition of multiple images with phase shifting cannot be used di-
rectly. Furthermore, these techniques still do not allow easy separation of the
principal stress components since it only the principal stress difference that is
obtained with photoelasticity. Here, we present a method that is based on si-
multaneously monitoring the time evolution of intensity and phase in multiple
optical paths in order to reconstruct the stress state in the specimen. With
the prevalence of inexpensive laser diodes, photovoltaic sensors and optical
components, the method presented here is capable of providing stress data at
a point at high temporal resolution. It is also possible to use this method
to obtain stress components in quasi-static problems; in fact, in quasi-static
problems, it is possible in principle, to obtain full-field information by using
multiple digital cameras.
5.1 Experimental Arrangement
We restrict attention to a single point on the specimen and consider
time evolution of stress at this point. The complete optical arrangement is
indicated in Fig. 5.1. The optical path P1 corresponds to a standard circular






















Figure 5.1: Schematic diagram for measurement of two dimensional stress com-
ponents; the optical arrangement includes classical methods of photoelasticity
and Mach-Zehnder interferometry implemented simultaneously.
through a circular polarizer, then the specimen, a quarter wave plate and
finally a second polarizer oriented at an angle γ with respect to the axis;
this corresponds to a variant of the Tardy compensation arrangement, but
with fixed γ; this arrangement yields an intensity that depends both on the
principal stress difference and the orientation of the principal axes. The last
optical measurement corresponds to a Mach-Zehnder interferometer shown in
Fig. 5.1 as path P3; the intensity variation obtained in this arrangement
corresponds to the sum of the principal stresses. The light intensities observed
in the three paths can be expressed as
Iiso(t) = k cos
2[∆s(t)/2] (5.1)




where ∆s(t) the relative phase retardation and δ(t) the optical path length
difference are given in terms of the stress optic law as:
∆s(t) = 2πh[σ1(t) − σ2(t)]/fσ (5.4)
δ(t) = −h(n0 − 1)(σ1(t) + σ2(t))ν/E (5.5)
σ1(t) and σ2(t) are the principal stress components, β(t) is the orientation of
the principal axis, h is the specimen thickness, and E and ν are the Young’s
modulus and Poisson’s ratio respectively, n0 is the unstressed refractive index
of the specimen and fσ is the material stress fringe value (see the Handbook
of Experimental Mechanics for details of the derivation of the various light
intensities).
We take γ = π/4 and hence the intensity in the Tardy arrangement can
be simplified; with the measurements of the intensities along the three optical
arrangements, we find ∆s(t), β(t) and δ(t)















We define n(t) = ∆s(t)/(2π) and m(t) = δ(t)/(2π) as the fringe order param-
eters in the isochromatic and Mach-Zehnder arrangements, but not restricted
to integer values. The resolution of partial fringe orders really depends on
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the measurement resolution of the light intensity. Note that the fringe order
parameter may be positive or negative depending on whether the principal
stresses are tensile or compressive. Extraction of the absolute values of the
principal stress components requires the signs to be estimated independently.
Eq. (5.6) yields the principal stress difference, but with a phase ambiguity.
However, in dynamic problems, we record the intensity at high temporal reso-
lution, and therefore, identification of the absolute phase is simply a matter of
counting peaks. Then Eq. (5.7) gives the principal orientation; however, since
∆s(t) varies rapidly in time as the stresses (and therefore the phase difference)
build up, there is a rapid variation of ITardy(t) that is similar to Iiso(t), but
nearly out of phase. On the other hand, one expects the variations in the prin-
cipal orientations to be much slower in time (except possibly in the vicinity
of wavefronts and Mach waves); therefore, one can extract the orientation of
the principal directions by simply looking at the local maxima and minima
of ITardy(t). Setting ∆s(τ) = ∓π at t = τ± corresponding to maximum and
minimum intensity, we get
ImaxTardy(τ
+) = K[1 + cos 2β(τ)], IminTardy(τ
−) = K[1 − cos 2β(τ)] (5.9)
This estimate indicates immediately that, if the minimum and maximum in-
tensity from the Tardy signal do not vary significantly with time, then the
principal orientations do not vary significantly as well. Therefore, the princi-
pal orientation can be determined using either Eq. (5.7) or Eq. (5.9). Finally,
the Eq. (5.8) results in an evaluation of the sum of principal stresses, that
once again must be interpreted by tracking the time variation of the fringe
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data in order to determine whether the thickness increases or decreases. We
illustrate the application of this method with three examples. A photograph of
the optical set-up is shown in Fig. 5.2; alignment of all the optical components
is straightforward, but some aspects of the optical set-up require special atten-
tion. First, since a large number of optical elements are involved in the three
different optical paths, a rather powerful laser-diode is needed; we use a 100
mW laser, powered by a 5V dc power supply (UH5-100G-658 Red Laser Diode
Module, supplied by World Star Tech.). Second, care must be exercised in en-
suring that the intensities of the two beams that make up the Mach-Zehnder
interferometer are nearly the same in order to maximize fringe visibility; this
is accomplished by using neutral density filters or partial mirrors at different
positions in order to modify the light intensities appropriately.
Third, the beam diameter as it passes through the specimen is made to be




Figure 5.2: A photograph of the optical set-up for measurement of two dimen-
sional stress componensts.
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small since this determines the gage area over which the average stresses are
measured. Fourth, the Mach-Zehnder beam, upon exit from the last beamsplit-
ter is expanded so that, at least initially, the spatial extent of the interference
fringe is of the order size of the detecting element. The light intensity varia-
tions were measured with a ThorLabs Model DET 10A detector. The sensor
area is 0.8 mm2. With a 50 Ω input impedance into the recording oscilloscope,
a rise time of about 1 ns is obtained with this detector. However, the output
voltage is rather low; peak-to-peak variations of five to ten mV is typically
obtained in this arrangement; with the amplifiers set to high gains in order to
monitor this low output, the signals are susceptible to high frequency noise.
More powerful laser diodes may alleviate this problem a bit, but as we will
show in the following, the signals are still easily interpreted by filtering out
the high frequency noise.
5.2 Examples of Stress Measurement in Specimens un-
der Dynamic Loading
Uniform Loading : We present three examples in this chapter, in or-
der to validate the experimental method proposed here. We consider a plate
with a uniform pressure loading along one edge as illustrated in Fig. 5.3 (a).
Dynamic loading is accomplished with the electromagnetic loading scheme de-
scribed in Section 2.1. The magnitude of the pressure varies as a function of
time, depending on the time variation of the current pulse, as indicated in
Fig. 5.3 (b). Thus a dynamic pressure load is applied on the specimen in the
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region over which the copper coil is pressed against the specimen. This load-
ing scheme presents a simple uniaxial problem where the principal directions
remain constant, at least during the first 150 µs of the test. The measur-
ing scheme described above was used in this experiment, augmented with two
independent measures of the field variation, in order to validate the new ex-
perimental scheme. The laser beam was pointed at a distance d = 50 mm
from the loaded edge along the centerline of the specimen. The raw inten-
sity signals obtained at this location from one experiment are shown in Fig.
5.4; the time reference should correspond to the beginning of load application
along the left edge of the specimen, but an unresolved triggering error shifted
the zero reference consistently by about τd = 20 µs.
The signal from the Mach-Zehnder interferometer exhibited some zero-
drift which has been corrected in the signal shown in the figure; also, a moving
average filter has been applied in order to suppress high-frequency noise. In-
terpretation of the intensity data is quite straightforward. All three detectors
are quiescent until t1 = d/Cd + τd when the dilatational wavefront from the
pressure loaded edge arrives at the point of observation and induces a sinu-
soidal change in the light intensity. It is apparent that the fringe number/order
can be obtained simply by counting the number of peaks from the early stages
of loading; fractional orders are resolved by identifying the phase of the cycle.
At t2 the presence of the corner of the plate will be felt at the observation
point, but this has a minor influence on the evolution of the stress at the point































Figure 5.3: Specimen under uniform dynamic loading. (a) geometry of poly-
carbonate plate with 230 mm x 114 mm (4.5 x 9 in) and 9.5 mm (3/8 in)
thickness. The location of the measurement point is marked by the red circle
at d = 50 mm; (b) Time variation of pressure loading applied on the edge of
the specimen.
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Figure 5.4: Variation of the measured light intensities in the isochromatic,
Tardy and Mach-Zehnder arrangements in a Polycarbonate specimen sub-
jected to uniform load.
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and hence the fringe number should attain a maximum value at this time.
Since the stress begin to diminish beyond this time, the fringe number must
decrease. With this interpretation of the fringe data, we can now invert the
measured intensities and obtain the stress variation. Before performing this
inversion, we will use two independent comparisons, one based on a finite el-
ement simulation and another based on direct high speed photography of the
isochromatic fringe patterns.
First, the elastodynamic problem was simulated in ABAQUS Explicit
(ver 6.6); elastic material properties corresponding to polycarbonate (given in
Table 2.1) were used. The pressure pulse corresponding to the experimental
measurement (shown in Fig. 5.3 (b)) was applied in the model. The results
of the analysis are presented in the following manner: the time variation of
the expected light intensities in the isochromatic, Tardy and Mach-Zehnder
arrangements was calculated from the numerical simulation using Eqs. (5.1),
(5.2) and (5.3) at the point (d, w/2) in the specimen, so that comparisons
may be made; the results of these calculations are also shown in Fig. 5.5.
Comparing the results in Figs. 5.4 and 5.5, it can be seen that all signals cor-
respond quite well to the measured signals, but with some small discrepancy
between the experiment and simulations. We believe that this discrepancy
is due to differences between the parameters - loading and material - used
in the simulation and the actual experiments (even though this is a simple
elastodynamic problem!). To explore this further, the results of the numerical
simulation are used to compute the isochromatic fringe patterns (using Eq.
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Figure 5.5: Variation of the calculated intensities in the isochromatic, Tardy
and Mach-Zehnder arrangements in a Polycarbonate specimen subjected to
uniform load.
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(5.1)) at fixed time intervals as displayed in Fig. 5.6; these isochromatic pat-
terns are compared to pictures obtained through high speed photography in
the same experiment shown in Fig. 5.7. Note that these isochromatics (as
well as those from the numerical simulations) correspond to times 143 ∼ 220
µs after impact. While the fringe patterns exhibit qualitative similarity -
expected since both correspond nominally to the same material properties,
geometrical and loading conditions - there are clearly observable quantitative
differences that must be due to the deviations between the idealized pressure
loading conditions and material property assumed in the simulations and the
actual values in the experimental realization of the problem. The isochromatic
data in Fig. 5.7 can be compared quantitatively with the point-wise measure-
ment in Fig. 5.4 by a simple calculation. Consider the isochromatic intensity
variation along the center line of frame 8 in the high speed sequence; since
the stress field moves to the right as the stress wave propagates, this spatial
variation can be considered to arise temporally at the point (d, w/2). Such a
comparison is shown in Fig. 5.8; note that only the phase can be compared
since the absolute intensity in the high speed photograph depends on various
optical elements placed in the optical path. Finally, we present in Fig. 5.9,
a comparison of the time variation of the principal stress components deter-
mined from the combined isochromatic, isoclinic and Mach-Zehnder intensities
to the results of numerical simulations; the principal directions do not change
in this one-dimensional problem and are not shown. The applied pressure





Figure 5.6: Sequence of simulated isochromatic fringe patterns corresponding
to a polycarbonate specimen subjected to uniform loading. The red dot marks
the location of the point of experimental measurement.
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143 s 187 s
198 s154 s
165 s 209 s
176 s 220 s
Figure 5.7: Sequence of high speed images showing isochromatic fringes cor-
responding to a polycarbonate specimen subjected to edge loading. The red
dot marks the location of the point of experimental measurement.
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excellent correlation between these two measurements, we take the point-wise
experimental measurement to be a true indicator of the actual time variation
of the stress field at the point of measurement.














Figure 5.8: Comparison of isochromatic light intensities measured by photo-
diode and extracted from one high speed image in Fig. 5.7.
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Figure 5.9: Comparison of principal stresses obtained from the experiment
with the results of the numerical simulation for the specimen under uniform
loading.
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Asymmetric Edge loading : We present a second example in order to
validate the suggested experimental method. We consider a plate with an
asymmetric edge load as illustrated in Fig. 5.10. This arrangement provides a
good benchmark for validating the method since the principal stresses and their
orientation change significantly at different points in the specimen. Two inde-
pendent measures were adopted for validation of the experiment as described
below - a numerical simulation using ABAQUS and a secondary (simultane-
ous) experimental measurement where the isochromatic fringe patterns over a
large region was observed with high speed photography. The time variation
of the isochromatic, Tardy and Mach-Zehnder intensities are shown in Fig.
5.11. In this figure, signals from three tests, repeated with nominally the same
conditions, are shown in order to demonstrate the repeatability of the measure-
ments. The corresponding quantities estimated from the numerical simulation
are shown in Fig. 5.12. The isochromatic patterns from the simulation and
from high speed imaging are shown in Figs 5.13 and 5.14 respectively. The
main point to note is that unlike in the case of uniaxial loading described
in the first experiment, the principal direction does not remain constant and
hence the Tardy signal has marked variation in amplitude. The estimates of
β from the experiment and numerical simulations are compared in Fig. 5.15.
The estimates of the principal stress components from the experiment and
simulations are compared in Fig. 5.16. Once again, the comparison is quite
good, not only for the principal stress components, but also for the orientation

















Figure 5.10: Schematic diagram for the specimen under asymmetric edge load-
ing. Polycarbonate plate with a 230 mm x 114 mm (4.5 x 9 in), 9.5 mm (3/8
in) thickness. d1=70 mm and d2=120 mm. The red dot marks the location
of observation. The dotted line indicates the location of a groove (the details
of which are shown inset in the figure). The grooved specimen is used in the
third example discussed in this chapter.
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Figure 5.11: Variation of the measured light intensities in the isochromatic,
Tardy and Mach-Zehnder arrangements in a Polycarbonate specimen sub-
jected to edge loading; bule, red and black lines indicate test 3, test 4 and
test 5 results respectively repeated at nominally the same experimental con-
ditions.
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Figure 5.12: Variation of the simulated light intensities in the isochromatic,
Tardy and Mach-Zehnder arrangements in a polycarbonate specimen subjected





Figure 5.13: Sequence of simulated isochromatic fringe patterns corresponding





65 s 109 s
Figure 5.14: Sequence of high speed images showing isochromatic fringes cor-
responding to a Polycarbonate specimen subjected to edge loading.
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Figure 5.15: Variation of the principal angle with time as determined from
the isochromatic and Tardy signals in a polycarbonate specimen subjected to
asymmetric edge loading. For comparison, the result from numerical simula-
tions is also shown.
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Figure 5.16: Comparison of principal stresses obtained from the experiment
with the results of the numerical simulation for the specimen in a polycarbon-
ate specimen subjected to asymmetric edge loading.
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Nucleation of Echelon Cracks under Shear Loading : The last example
demonstrates an implementation in Homalite-100 that is significantly less sen-
sitive photoelastically. The details of this experiment are described in Section
3.3. This is also an asymmetrically loaded specimen, but with a groove along
the direction of impact the details of the groove are shown in the inset sketch
in Fig. 5.10. In Section 3.2, we demonstrated the effect of the groove on the
stress field of the specimen by using the isochromatic fringe patterns; without
changing the global evolution of the stress field, the groove simply serves to
concentrate the shear stress within the groove.
Uniform pressure loading with a magnitude of about 45 MPa at 7000 V
charge is applied to a Homalite-100 specimen (101.6 mm x 203.2 mm) with the
electromagnetic loading device. The compressive stress wave front propagating
from the loaded boundary reaches the free end of the specimen (at a distance
of 101.6 mm) and returns towards the impact end. As was shown in Section
3.3 this reflected wave interacts with the shear wave from the edge of the
asymmetric loading at a location x1 = 67 mm and increases the shear stress
significantly from this time. As this stress builds up further, it results in the
sequential nucleation and coalescence of echelon cracks, oriented at an angle
to the plane of the groove.
In order to determine the state of stress at the time of nucleation of the
echelon cracks, we use the stress measurement scheme developed in this work.
The isochromatic, Tardy and Mach-Zehnder signals were monitored at the an-
ticipated location (at x1 = 67 mm) of the nucleation of echelon cracks with
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the point of measurement located just outside the groove; the time variation
of these signals is shown in Fig. 5.17. The first signal from the loading arrives
at about 50 µs; the interaction between the reflected compression wave and
the outgoing shear wave occurs at about 100 µs. For comparison we perform
a 3D finite element simulation; in the simulation, the pressure loading (with
the peak magnitude of about 45 MPa) calculated from the current measured
with the Rogovski coil is applied to a Homalite-100 specimen (101.6 mm x
203.2 mm). The expected light intensities in the isochromatic, Tardy and
Mach-Zehnder arrangements from numerical simulations are calculated based
on through thickness average of the stresses from the 3D simulation and are
compared to the experimental measurements in Fig. 5.17. The measured sig-
nal corresponds well to the expected signals until about 100 µs at which time
the reflected wave interacts with the incoming shear wave at the position of
measurement and crack nucleation and growth along the groove are observed
in the experiment. From the experimental signals, the variation of the princi-
pal stresses and their orientation are determined as a function of time and are
shown in Figs 5.18 and 5.19, respectively; these are compared with the results
from ABAQUS simulations in the same figures. The comparison between the
simulation and measurement for the stress components is quite good until very
close to the onset of echelon cracking; the principle orientation is also reason-
ably well identified from the measurements. The measured angle between the
echelon cracks and the groove plane can be measured directly from the high
speed images is approximately 40◦. This is somewhat larger than the principal
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angle variation measured, but this is primarily because the stress state inside
the groove where the echelon cracks nucleates is slightly different; the numer-
ical results indicate that the direction of maximum tension inside the groove
coincides with the 40◦ orientation of the echelon cracks.































Figure 5.17: Comparison between measured (blue) and simulated (red) varia-
tion of light intensities in the isochromatic, Tardy and Mach-Zehnder arrange-
ments in a Homalite specimen subjected to edge loading; The measurement
point was located at a distance of 67 mm from the loaded edge, just above
the groove line. Since the simulation did not incorporate echelon crack nucle-
ation and growth, the results from the simulation cannot be compared to the
experiment beyond about 100 µs and are shown by dotted lines.
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Figure 5.18: Comparison between calculated and simulated principal stress
components just above the groove in a Homalite-100 specimen; σ1 [solid blue
line, dashed blue line], σ2 [solid red line, dashed red line].
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Figure 5.19: Variation of the principal angle with time as calculated from the
isochromatic and Tardy signals in a Homalite specimen subjected to asymn-
metric edge loading. For comparison, the result from numerical simulations is
also shown just until the onset of echelon crack nucleation.
101
In summary, we have adopted classical optical methods of photoelas-
ticity and Mach-Zehnder interferometry in a combined arrangement in order
to determine both principal stresses and their orientations simultaneously;
high temporal resolution is easily achieved in this arrangement, without the
need for high speed photography. In calibration experiments, we validate this
method by comparing the measured intensity with the expected intensity and
by measuring the variation of the principal angle. This demonstrates that the
point-wise experimental measurement is a true indicator of the actual time
variation of the stress field at the point of measurement. In a shear crack
experiment, the variation of the normal and shear stresses, and the principal
stresses and their orientation are determined as a function of time from the
measured intensities. We believe that this method will be useful in extracting
quantitative stress information in dynamic fracture and friction studies. This
method is also easily imposed in quasi-static problems with full-field measure-




Dynamic fracture and friction under dynamic loading conditions are
examined through direct observations in carefully controlled experiments. An
electromagnetic loading device is used to generate a compressive stress wave
and dynamic photoelasticity and high-speed photography are used for an diag-
nostic tool as full-field optical techniques. In addition, a new optical method
to determine both principal stresses and their orientations simultaneously is
presented.
In Chapter 3, dynamic fracture in homogeneous materials under shear
loading is presented by introducing a groove in the specimen and trapping
the crack to grow within it. This does not affect the fracture mechanisms
inherent to the material, but influences the energy flux and loading symme-
try. We demonstrate that such shear induced cracks can grow at speeds in
the intersonic regime. Furthermore, it is shown that the main mechanism of
the shear crack growth is the sequential nucleation, growth and coalescence of
echelon cracks. The spacing and angle relative to the groove plane of the ech-
elon cracks are measured directly from the experimental specimen. Numerical
simulation shows that the echelon cracks are well aligned perpendicular the
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maximum principal (tensile) stress generated in this specimen. The spacing is
interpreted as an intrinsic characteristic of the failure process. These exper-
iments also enable the determination of the dynamic failure stress at which
microcracks are nucleated.
In Chapter 4, frictional sliding has been generated by the interaction
of stress waves at the sliding interface. In particular, by orienting the stress
wave at an angle to the frictional interface, the projected velocity of the wave
along the interface is varied over a large range. The experimental observations
indicate that frictional sliding can be driven by such stress waves at the speed
of the wave; thus based on stress wave interaction, slip is shown to occur
above the dilatational wave speed. The development of the shear stress near
the sliding region can be evaluated with the photoelastic fringe patterns, but
an additional measurement of the particle velocity is needed in order to obtain
characterize the constitutive law for frictional slip. Photomechanics can play a
role if digital image correlation or other full field measuring optical technique
is used in addition to dynamic photoelasticity.
In Chapter 5, we present the development of a new optical method by
adopting classical methods of photoelasticity and Mach-Zehnder interferome-
try in a combined arrangement in order to determine both principal stresses
and their orientations simultaneously. In calibration experiments, we validate
this method by comparing the measured intensity with the expected intensity
and measuring the variation of the principal angle. This shows that the point-
wise experimental measurement is a true indicator of the actual time variation
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of the stress field at the point of measurement. In shear crack experiments,
the variation of the normal and shear stresses, and the principal stresses and
their orientation are determined as a function of time from the measured in-
tensities. This method will be useful to extract quantitative stress information




Figure A.1: RLC circuit for calibration of the loading system.
The electromagnetic loading system is equivalent to an RLC circuit
shown in Fig. A.1. The current that flows when the ignitron switch is closed
is given as:
I(t) = −eαtCV0ω[1 + (α
ω
)2] sin(ωt) (A.1)
























In Eq. (A.4) α can be determined from the ratio of successive peaks of the
same sign in the signal shown in Fig. A.2. Finally the current rate at one half
period for the calibration shown in the Chapter 3 is calculated as:











A typical current pulse from calibration of the RLC circuit is shown in Fig.
A.3.
Time ( s)

















Figure A.2: Current rate signal of the solution to the RLC circuit for calibra-
tion (V0 = 6000V ).
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Figure A.3: Current signal of the solution to the RLC circuit for calibration
(V0 = 6000V ).
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